
TC1034 is a high performance multi channel CAN FD 

and FlexRay bus interface device launched by TOSUN 

Technology. The CAN FD bus rate supports up to 8 

Mbps, and FlexRay uses a dual line redundant method 

for data transmission, providing very low latency and 

flexible bandwidth allocation mechanism. It supports 

various data types and rich topological structures, 

and can be used as a bus system or as an element in 

star/tree network structure. The product uses a USB 2.0 

interface to connect with the PC and features a driver-

less design for Windows and Linux systems, ensuring 

excellent system compatibility.

With the powerful TSMaster software, it supports load-

ing DBC and ARXML database files, making it very con -

venient to monitor, analyze, and simulate CAN FD/-

FlexRay bus data, and it also supports functions such 

as UDS diagnostics, ECU flashing, CCP/XCP calibration, 

etc. It can also easily handle tasks such as FlexRay 

network development, simulation, testing, etc.

The secondary development APIs for Windows and 

Linux can support various development environments 

such as C++, C#, LabView, Python, etc., making it 

highly efficient and easy to use, and is convenient to 

integrate into various testing systems.

Scan the code to follow

TC1034
2 channels of CAN FD/FlexRay

Feature Overview

FlexRay Bus Flexible Analysis 



Functions of FlexRay
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Left: FlexRay 1/2       Right: CAN FD 1/2

Messages Sent per Second*

Messages Received per Second*

Power Supply

Power Consumption

Casing Material

Dimension

Weight

Operating Temperature

Operating Humidity

Operating Environment

Up to 20,000 frames per second

Up to 20,000 frames per second

USB powered

3 W

Metal

Approx. 108 x 88 x 35 mm

Approx. 262 g (without packaging)/Approx. 779 g (with packaging)

-40�ó ~ 75�ó

10% ~ 90% (non-condensing)

Keep away from corrosive gases

Pin definition

Product Name Model Number Function Description

Network Device 2 channel CAN FD / FlexRay to USB interface

Ordering information

Shipping list

TC1034 device

USB Cable

DB9 female to dual male signal cable (CAN)

DB9 female to dual male signal cable (FlexRay)

TC1034

*Single channel at 1 Mbps with a 0-byte data field

Web site

www.tosunai.com
Contact  Us

+86 21-5956 0506

Email

sale s@tosunai.com
Address

BLD 9,Ln 1288,North Jiasong RD.Shanghai

DB9 adapter cable 

(CAN)

USB Cable DB9 adapter cable 

(FlexRay)


